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GRAVELED ROADWAY SeCTION
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PAVEMENT SECTION

- SECONDARY STREETS

GENERAL NOTES

DEPTHS SHOWN ARE MINIMUMS & ARe BASED ON A
DESIGN R-VALUE OF 23. MATERIAL WITH AN R-VALUE
LESS THAN 25 SHALL NOT BE PLACED IN OR
ALLOWED TO REMAIN WITHIN THE TOP 2 FT.0F

- INISHED SUBGRADE.

- IVE TRUCKS PER DAY ASSUMED FOR

PRIMARY STREET" (HS-20) LOAD ING". APPROPRIATE
ADJUSTMENTS SHOULD BE MADE FOR GREATER
LOADINGS. PRIMARY STREET SECTION SHOULD BE
USED AT LOADING DOCKS.

CONTRACTOR SHALL MAINTAIN POSITIVE SURFACE
DRAINAGE, WITH MINIMUM /5 PERCENT SLOPE IN
THE DIRECTION OF DRAINAGE, AND MINIMUM 27
CROSS SLOPE FOR STREET PAVEMENT SECTION.

. CONTRACTOR SHALL REMOVE, CLEAR & REPLACE

ALLIGATORED AREAS, REMOVE & REPLACE ALL
DAMAGED UTILTTY CUTS, ROUTE ALL CRACKS LESS
THAN /5" WIDTH & CRACK FILL ALL CRACKS PRIOR
10 PLACEMENT OF OVERLAYS & SEAL COAT.

KEYED NOTES
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PAVEMENT SECTION

- PARKING LOT OR

PEDES TRIAN TRAIL

—MILL EXIST, ASPHALT TO FULL

3" TAPER

— EXIST.ASPHALT SURFACING

—BROOM & TACK COAT EXIST.
SURFACE & SEAL CRACKS
OVERLAY THICKNESS (SEE PLANS)

ASPRAL T OVERLAY SECTION

OVERLAY DerPIH AT GUT TER. C
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AT TRANSTTION TAPER TO EXIST

MILL EXIST. ASPHALT AT OVERLAY
TAPER TO £XIST. ASPHALT PVMT

3" TAPER 7FULL DEPTH OF

B V| OVERLAY THICK
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EXIST, ASPHALT PVMT

—BROOM, SEAL CRACKS & TACK COAT

ASPHALT OVERLAY SECTJON
TRANSTTION TAPER TO EXIST. PVMI

NESS

ASPHAL T OVERLAY (SEE PLANS FOR THICKNESS)

§ @OUED & O BLUYE

12" SUBGRADE PREPARATION 95/ D1557 MODIF IED
PROCTOR.

TACK COAT AS REQUIRED BY SPECIFICATIONS.
PRIME COAT AS REQUIRED BY SPECIFICATIONS.

6" AGGREGATE BASECOURSE PLACED, ROLLED &
COMPACTED IN ONE LIFT 9574 D155/ MODIFIED
"ROCTOR.

8" AGGRAGATE BASE COURSE PLACED, ROLLED

AND COMPACTED 957 D1557 MODIFIED PROCTOR
tACH BASECOURSE LIFT SHALL BE PLACED IN LIFTS
WHICH WILL PROVIDE NOT LESS THAN 4" AND

NOT MORe THAN 6" COMPACTED THICKNESS.

4" ASPHALT SURFACE COURSE, PLACED IN TWO-2"
LIFTS. BOTTOM LIFT SHALL Be SP-IIT (PG (6-22),
TOP LIFT SHALL BE SP-IV (PG (b-22).

3" ASPHALT SURFACE COURSE SHALL Be PLACED IN
ONE LIFT GRADATION SP-"B" (PG 10-22).

o" SUBGRADE PREPARATION 957 D1557 MODIFIED
PROCTOR.

COLD MILL AT ALL CONNECTIONS/TRANSITIONS TO
EXISTING ASPHALT.

OVERLAY 2" ASPHALT SURFACE COURSE PLACED IN
ONE LIFT GRADATION SP-"C" (PG (0-22) OR SP-'B'
PG 10-22).

cXISTING ASPHALT SURFACE COURSE.

COMPACTED FILL OR UNDISTURBED EARTH. 95/ DI1557.
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